
Foam chambers are designed to introduce expanded 
foam directly onto the surface of a flammable or 
combustible liquid for fire extinguishment and/or 
vapor suppression. 

Classified as a Type II discharge device in accordance 
with NFPA Standard 11, foam chambers provide low 
expansion foam directly onto the fuel surface with a 
minimum of foam submergence and fuel agitation. 

Minimizing submergence and agitation increases the 
effectiveness of the foam blanket, resulting in more 
efficient operation, and superior extinguishing 
capabilities. 

Foam chambers have the added advantage of 
directing all their flow directly onto the product 
surface regardless of weather conditions, for the 
most effective utilization of foam resources. Foam 
chambers have a long history of timely and safe 
control of numerous incidents.

Flow rates for these units can vary, depending on the 
application.

Please contact us with your requirement.
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FOAM CHAMBERS

Tank 
Diameter (m)

Minimum No of Discharge 
Outlets (NFPA11)

Upto 24m 1

Over 24m to 37m 2

Over 37m to  43m 3

Over 43m to 49m 4

Over 49m to 55m 5

Over 55m to 61m 6

Over 61m 6

Plus 1 outlet for each 
additional 5000 ft2(465 m2)

Typial Design parameters (NFPA11)

Fixed Roof Tank Fire 
Protection



Model Information

Hawkes Fire specialise in mobile and fixed fire protection solutions for flammable liquid risks.

Our company was founded in 1974 and began business specialising in the service & maintenance of Fire 

Appliances. Things never stay still and opportunities arose in all aspects of fire so that Hawkes Fire is now seen as a 

market-leading “one-stop-shop” for our clients’ high hazard fire protection needs.

Based in Teesside and operating globally, our experienced team of Engineers offers the highest levels of service, 

whether a minor repair to a fire appliance, or a major overhaul of an on-site fire pump, our aim is to provide our 

clients with high-quality solutions at a competitive price. We also provide fully engineered systems to support the 

most complex of scenarios.

Working with our valued core suppliers such as Perimeter Solutions, FireDos & FlamePro, our experienced sales 

team supports our clients to supply a wide range of firefighting equipment to meet their needs.

From a length of hose to a turnkey project solution, we bring actual incident know-how to protecting high-

hazard industries.

•

Model Number Inlet Pressure Flow Range - lpm

HF-FC-CS-50, NFPI-FC-S-50 3 - 7 BAR 80-355

HFI-FC-CS-65, NFPI-FC-S-65 3 - 7 BAR 162 -567

HF-FC-CS-80, NFPI-FC-S-80 3 - 7 BAR 321-1086

HF-FC-CS-100, NFPI-FC-S-100 3 - 7 BAR 681-2456

HF-FC-CS-150, NFPI-FC-S-150 3 - 7 BAR 1510-3342


